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Specification 
  
 
Name: 500/560/630mm Dual Spooler with Auto-change [CCCS System] 
 

1.] Main specification: 
1.1.) Type: Tandem type with Auto-bobbin change over device for wire continuous 

spooling 
1.2.) Applications: Non stop double spooling for wire drawing or extrusion line. 
1.3.) Conductor dia: 0.6-1.6mm medium copper wire 

                     1.6-4.0mm rough copper wire 

                     2.5-5.0mm PVC wire 

1.4.) Line speed: 2000MPM Max. 
1.5.) Bobbin size: 630mmODx475mmAW DIN-46397 
1.6.) Driven Motor: AC motors 
1.7.) Operation system: "CCCS" Central Computer Control System. 

 

2.] Machine composition: 
2.1.) Main body of dual spooler.............................................. 1 set 
2.2.) Wire Auto-change over unit ........................................... 1 set 
2.3.) Speed detect accumulator ............................................. 1 set 
2.4.) Motors with control panel ............................................... 1 set 
2.5.) "CCCS" Control System................................................. 1 set 

 

      
No.50 Lane 573 Ping-Dong Rd., Ping-Zhen City , Tao-Yuan County , TAIWAN , R.O.C. 

Tel : +886-3-4604789  Fax : +886-3-4604788 
E_mail : sales@pan-pioneer.com Http://www.pan-pioneer.com 

   


